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Scissor Lift SL

Product overview

Compact hydraulic scissor lift for use in loading and unloading of vehicles and
overcoming heights.

Neither pits nor separate drive
unit required

Suitable for indoor
and outdoor use

Installation
within 1 day

Suitable for pallets, roll cages
or hand trolleys

Installation
on finished flooring

Product versions

Overall dimensions
LxW

Platform dimensions
LxW

Patform depth

Lift height

Lifting capacity

The information above, in particular the specifications and illustrations, are not binding and do not constitute an agreement on quality or
a guarantee. Changes and errors are expressly reserved. The data sheet is subject to copyright. No part may be reproduced without

our prior permission.
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Scissor lift for
4 EU pallets or
6 roll cages

3145 x 2339 mm

2596 x 1820 mm

180 mm

bis 1500 mm

3.000 kg
(raise and lower)

Scissor lift for
5 EU pallets or
9 roll cages

3274 x 2940 mm

2724 x 2370 mm

180 mm

bis 1500 mm

2.500 kg (raise)
5.000 kg (lower)



Product description

HORMANN

e Standard / o Option

Tear plate .
Platform finish

Glass Reinforced Plastic (GRP) overlay - anti slip surface o
Paint BS 10A05 Goosewing Grey °

Warehouse end
Hydraulic lip

No gate (open)
Gated

Vehicle end — manual bridge plate (Only the depth of the bridge plate is changeable. The width is fixed)

800 mm
900 mm
1000 mm
1100 mm

Motor housing
Left hand side
Right hand side
Left hand side
Right hand side

Mounted on the lift

Positioned away from the lift

Pedestrian gate
Left hand side
Right hand side

No pedestrian gate

Lift controls
Platform controls - only

Platform controls with an additional control pendant, inc selector switch (for when no operator on the platform) o

Control pendant - only (for when no operator on the platform)

Safety features
Safety curtain - prevents access under lift platform
LED ftraffic lights — interlocked to control panel

Maintenance safety props — for safer servicing

Wether protection
Scissor lift pod

Optional extras

Dock Seal (cladded)

Wheel Guides 110mm diameter used to aid in docking of vehicles with varying axle bases
Dock Bumper with “D” buffer

Power supply
400 V / 3 phases
Engine power

5,5 kW
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