
Product line

Technical data

Version

Load class according to EN 124 C250

Protection category

Cycles (approx. per day)

Overall cycles (max. service life)

10 mm

Length
Standard: 
2 m – 3 m – 4 m – 5 m – 6 m

Thickness of spikes

IP67

2.000

3.000.000

Manual

Movement with counterweigth

Spikes height above ground level 60 mm

Electric locking in down 
position

The mechnaical Tyre Killer M enables controlled, uni-directional passage
while preventing passage in the other direction.

- For average use frequencies (approx. 100 cycles / day)
- Fitting on finished floor surface, no groundwork required
- Optional manual lowering for passage in both directions
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Additional functions with 
corresponding equipment

Manual / automatic
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Equipment

The information above, in particular the specifications and illustrations, is not binding and does not constitute an agreement 
on quality or a guarantee. Changes and errors are expressly reserved. The data sheet is subject to copyright. No part may 
be reproduced without our prior permission.

Spikes surface treatment Anti-corrosion treatment – standard painting (Red) •

Manual locking in down position Spikes locked in down position for passage in both directions •
Electric locking in down position Remote locking of the spikes in down position ◦

Extension via counter weight Spikes rise after the tyres have released them

Function

Frame surface treatment Anti-corrosion treatment – standard painting (Yellow) •

● Standard ○ Optional

•

Set of 2 connection modules Semi-circular modules to close the edges of the tyre killer ◦
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